





4 Each Transponder has a concave section, which is the contact position for the attachment of the beer
line. Position the Transponder onto the beer line, ensuring that the concave section of the Transponder
is contacting the beer line. Affix the two cable ties into the channelled sections of the Transponder and
secure firmly but not tight (if secured tight, the beer line will tend to be squashed.)
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5 Connect the Transponder plug into the Control Unit.

Maximum Number of Beer Lines per Control Unit

The BLM 2000 has been engineered to accommodate a variety of beer dispensing configurations. Each
Control Unit can maintain up to a maximum of 3 beer lines. Therefore, a Control Unit is capable of maintaining
3 beer lines with 3 Transponders; one Transponder per beer line.

Transponder Configurations

A single Transponder uses a 3-pin plug, which is fitted into the position market ‘P1’ on the Control Unit. A
Double Transponder uses a 6-pin plug, which is fitted into the position marked ‘P2’ on the Control Unit.
Possible Configurations

Single Transponder connected to ‘P1’ only — Single Line Maintenance Operation

Double Transponder connected to ‘P2’ only — Double Line Maintenance Operation

Single and Double Transponders connected to ‘P1’ and ‘P2’ — Triple Line Maintenance Operation

Signal Reduction

Each Transponder emits an audio signal into the beer line. When using multiple Transponders, it is important
to ensure that Transponders are not positioned too close to each other. A recommended distance between
Transponders is 6 inches. If the Transponders are positioned close to each other, their respective signals will
interact and result in a reduction in the effectiveness of the BLM 2000 System.

6 Repeat steps 3 — 5 for installation of additional Transponders.

7 After all of the Transponders have been installed, gather all excess Transponder cable and bundle
neatly and out of the way.
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Powering the BLM2000 System
Power Adapter

The Power Adapter is plugged into an AC outlet (either 100 VAC, 110 VAC, 220 VAC or 24 VAC, depending on
the country of operation.) The plug of the Power Adapter connects the 16 VAC output of the Power Adapter
into either the left or right hand side of the Control Unit.

Power for Multiple Beer Line Configurations

For beer dispensing configurations that have more than 3 beer lines, extra Control Units are needed. The
Control Units and Transponders can be installed in accordance with the above procedures. Power for the extra
Control Units is supplied from the Control Unit that is connected to the Power Adapter. The 16 VAC outlet from
this Control Unit supplies power to the other Control Units, via the use of one or more Power Connector
Cables.




